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      Prizm 3.12 Update 7
1. New software version
The Prizm 3.12 Software Version Update 7 (01st July 2011) is available from: 01st July 2011. Following is the web link to download the software:
http://www.renuelectronics.com/download/prizm
 

Username:  p38434197-9
password:   replpr1618

2. New features
· Screen saver password is implemented for Prizm 760.
· Support opto plc Ethernet driver.

· Implementation of FPSC serial driver.

· Support for Windows Vista and Windows 7.

· Backward compatibility for all old applications.

3. Major Defects solved:
· Interframe delay is supported for Toshiba Inverter driver.

· Force multiple coil command problem is solved for modbus slave driver.

· Solved the problem of unit gets hang when multiple modbus TCP clients are used along with recipe task in global task (if communication with any one client is break).
· Solved the problem of Baldor Driver com2 error messages at download.

· Solved the problem of Y10 and Y11 for immediate I/O output for HIO 230.
· Solved the problem of accuracy of Totalizer for OKI based products.
· Solved the restart problem of Modbus ASCII driver.

· Solved the data swap problem for Siemens Micromaster USS serial driver.

· Improvement of qudrature counter for all OKI/Sharp based products.
· Solved Leading edge instruction problem for ladder.

· Solved problem of unequal divisions of Analog Meter.

4. Compatible operating systems:

This version of the Prizm 3.12 Update 7 Software is fully compatible with the following Operating systems:

Microsoft Windows 2000
Microsoft Windows XP 
Microsoft Windows Vista
Microsoft Windows 7
5. System Requirements:
Minimal PC configuration for Windows 2000 and XP:

	Processor
	266 MHz Pentium® II or higher Pentium-compatible CPU

	Operating System
	Microsoft Windows 2000 with SP4

Microsoft Windows XP Professional / Home Edition with SP2

	RAM
	At least 128 megabytes (MB) of RAM; more memory generally improves responsiveness

	Hard Disk Space
	150MB

	Display
	800x600 with 24 bit true colour

	Mouse/Keyboard
	Required


Minimal PC configuration for Vista:

	Processor
	 800 MHz Pentium processor or equivalent processor as long as it satisfies all other   

 requirements

	Operating System
	Microsoft Windows Vista Home and Vista Business edition with SP1

	RAM
	 At least 512 megabytes (MB) of RAM; more memory generally improves 
 responsiveness

	Hard Disk Space
	150MB
	

	Display
	 800x600 with 24 bit true colour

	Mouse/Keyboard
	 Required


Minimal PC configuration for Windows 7:
	Processor
	1 GHz Pentium processor or equivalent processor as long as it satisfies all other   

requirements

	Operating System
	Microsoft Windows 7 Professional and Windows 7 Ultimate editions

	RAM
	At least 1GB of RAM; more memory generally improves 
responsiveness

	Hard Disk Space
	150MB
	

	Display
	800x600 with 24 bit true colour

	Mouse/Keyboard
	Required


6. How to get the latest version:

The latest version of the update is now available from the Internet. User can download it from the following link:

http://www.renuelectronics.com/download/prizm
Username:  p38434197-9
password:   replpr1618
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